
Although reasonable care has been taken in the preparation of this document, 
no warranties are extended and no liability is assumed. The information is solely 
provided as a general guideline for product use and care. It is up to end-users to 
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purposes. This document and the information contained herein is the property
of Ronco and may not be used or reproduced without permission.
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CAUTION: Product contains 
natural latex which may 
cause allergic reactions in 
some individuals.

Storage & Handling
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Sela  Cut,  Impact  & Puncture Resistant 
Hi-Viz Touch Compatible Gloves94-220T

Applications

• Mining
• Oil & Gas
• Construction
• Manufacturing
• Petro Chemical
• Maintenance & Repairs

RONCO's Sela  is an excellent cut and impact resistance glove
with perfect hand fit and dexterity for incredible comfort and performance

18 Gauge HPPE 40.5%, polyester 28.3%, steel fiber 28.3%, spandex 2.9%

4X43EP

EN 388 : 
2016

Available sizes 

Item # Sizes Length :
( ±5 mm)

Palm Width :
( ±3 mm)

Cuff Width :
( ±5 mm) Serging

94-220T-07 230

240
250
260

270

97 88
90
95
96

97

100
102
106

110

94-220T-08
94-220T-09

94-220T-10
94-220T-11

Small
Medium
Large
X-Large
2X-Large

Green
Grey
Yellow
Brown

Blue
Packaging : 6 pairs × 8 bags = 48 pairs per case

Compliances 

Features
• The ultra lightweight liner conforms to the hand for improved

dexterity and comfort
• Sandy nitrile palm coating provides a strong grip in both oil and

dry applications
• TPR reduces risk of injuries to the back of hand and fingers due to

pinch, crush, and impact
• High puncture performance reduces hand injuries due to

sharp objects and burrs

Liner

Sandy Nitrile, TPR (100% PVC)
Outer Material

Store in original packaging at room temperature 
under roof away from direct sunlight and moisture. 
Wash in cool or warm water and hang to dry.

Puncture
Resistance

EN ISO Cut
Resistance

Abrasion
Resistance

EN Impact
Resistance

Blade Cut
Resistance

Tear
Resistance

EN388: 2016

4X43EP CUT

ANSI

A5
ANSI/ISEA 138

1
ANSI

PUNCTURE

3


